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ELECTRONIC LOCKING SYSTEM
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ELECTRONIC CABINET LOCK

•  Ability to open with a RFID card  
without key

• Elegant design suitable for office 
   environments
• Multi-user support
•  Micro USB emergency power-

supply 
• Low battery level indicator
• For general or specialised use
• Easy installation
• Easy to use
• High-security
• Burglar alarm
• Melody yes / no adjustment
• Stylish visual-warning LEDs

MATERIALS
BODY: Aluminium
HANDLE: Aluminium
PANEL: Plastic
CAM: Steel

 For cams please check page: 175 (Cam 1)

Various cabinets or lockers in sauna area, 
spa, gym, office, school, etc. .

Electronic solutions for  
improving security

APPLICATIONS:

RFID card reader

RFID Card

Order separately 
Printed: (340.0.2639)
Unprinted: (340.0.2640)

Technical specifications

• Operating voltage:  3x1.5 V = 4.5 V
• Battery:    3xAAA Alkali battery
• Battery life:   Approx. 1.5 year ( daily 10 use )
• Card type:   RFID 13.56Mhz MIFARE - Standard ISO14443A 
• Operating temperature range: -20˚C ~ +70˚C
• Operating humidity range:  0 ~ 90 % RH
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